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HT800RX
Distance Sensor Automatically Adjusts from Spot to Flood beam

800lm

550m Beam

2.5 to 169hrs

IP66

• Distance sensor
• 180° beam angle adjustment
• Light mode memory
• Adjustable non-slip head straps 
• Safety Lock: Prevents accidental power loss during storage or transportation
• Diffused side lights for low level lighting
• Optional helmet clip available 

Rear white lights
Battery charging and status Indicator

Charge directly in head torch

FLOOD BEAM SPOT BEAM

Optional Accessories: 
Spare battery: BA18650-USB
Helmet clips: SPPCLIPS
AC Adaptor UK or EU: CH-USB-UK/EU
12/24V Vehicle charger: CHIC3.7-LI-ION

800 Lumens

Up to 550m beam

2.5 to 169hrs runtime

Spot + Flood, Flood 
(Low or High)

Spot (Low or High)

3.7V 2600mAh, 9.62Wh

5hrs charging time

IP66

46 x 85 x 39mm

230g

CODE NSHT800RX
Cat No: 0111/120695

Supplied with
HT800RX: USB Charging cable and Lithium battery

SpotFlood

Distance Sensor: 
Automatic spot to 

flood sensor

HT800RX

DIFFUSED SIDE LIGHTS
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